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1. Explanation controller

The WIFI programmable time controller can change The WIFI programmable time controller can change 
the load output over time. Customers can customize 
the schedule they want by using their mobile APP. The 
created schedule can then be downloaded to the 
controller via WIFI. In addition to the function of editing 
schedule, the APP can also set the time for the 
controller. If the user wants to see the effect of the 
editing schedule, you can use the APP's live mode editing schedule, you can use the APP's live mode 
function. 

2. Technical parameters

 2.1 Working temperature: -20 - +60 C
 2.2 Input voltage: DC12-24V
 2.3 Static power consumption: < 1W
 2.4 Net weight: 360g 
  2.5 Gross weight: 420g 
 2.6 External dimension: L266*W70*H30mm
 2.7 Packing size: L275*W100*H45mm
 2.8 Output: 8 channels
 2.9 Maximum output: current: 5A/channel

(figure 1: controller layout)

3. External Dimensions (MM)

4. Connect controller

4.1  Connect lights
The lights can be connected on channel 1-8 of the controller. 
The lights of HVP Aqua can be connected directly on to this 
cables. 

4.2 Single power supply
When the controller is used with one power supply the switch ( When the controller is used with one power supply the switch ( 
no. 4 of figure 1) has to be on setting “I” (channels 1-8 are 
active) or on”0” (channels 1-4 are active).

The single power supply can be connected to power jack 
input 1  (no. 1 of figure 1) OR on high power input I (no. 2 of 
figure 1)

4.3 Multiple power supplies
When the controller is used with two power supplies the switch ( When the controller is used with two power supplies the switch ( 
no. 4 of figure 1)  needs to be on setting “II” (channels 1-4 and 
5-8 are active).

Please note:
- Never connect multiple power supplies to POWER I. 
- Please unplug the controller before adding a second power
   supply. 
-- The used power supplies dont need to be the same 
   wattage, but the voltage needs to be the same.

5. App installation
Scan the QR code below to download the app.  With many 
phones this can be done very easily by pointing the camera on 
the code. The camera will recognize the code and go to the link.

You can also visit the link below:
www.hvpaqua.eu/app.html

5.1 IOS app
Please visit the app store and search HVPController or scan the top 
QR code to install the app on your mobile phone

5.2 Android app
Please visit the google play store and search HVPControl or scan the 
top QR code to install the app on your mobile phone

6. Connect with the controller WIFI.
Connect the controller to a power supply. From this moment the 
controller can be found in the list of WIFI networks. 

Go to the WIFI settings in your phone and select the HVPAqua 
network. There is no password needed.

After a few seconds your phone will be connected to the 
controller. controller. 

7. Timer mode

Make a mode:
In the Timer interface, click the upper      to add new modes. Give 
the mode a name and press OK.
* Deleting a mode can be done with a long press on any mode. There will appear a 
little cross to delete the mode.

Add steps to mode:Add steps to mode:
Click on the bottom      to add new steps. You will see a new inter-
face. Click on       to change the time. Then slide the channels to 
the desired percentage and click on       to save the step. Repeat 
this process until you finished the mode.

Add mode to the controller
Select the mode you just made and click       to add the mode to 
the controller. You can press       to see a quick preview of your 
mode.

Choose from multiple shedules
Whenyou have multiple modes added tot the controler you can Whenyou have multiple modes added tot the controler you can 
choose what mode you want the controler to use at that moment. 
when you did the steps before and aded the modes to the con-
troler you can click on       Then click on the name of the controller 
(HVP Aqua XXXX) there wil apear a list with the shedules. select the 
shedule you want here.

Add mode to day or date
Click                 to switch to the date option. In this option you can 
choose between week or calendar.
Please note: to use this option you need to have modes already 
made.

Option 1: Week
In this option you can select a different mode for every day of the In this option you can select a different mode for every day of the 
week. Select the day that you want and select the mode that you 
want for that day. When finished click save and then      and       to 
add more days. When you are ready press      to upload the modes 
to the controller. 

Option 2: Calendar
In this option you can set a mode to a certain date or period. In this option you can set a mode to a certain date or period. 
Select the date that you want and select the mode. When finished 
click save and then      and       to add another date. When you are 
ready press       to upload the modes to the controller. 

Erase shedules from the controller
It is possible to erase the modes from the controller. To do this press It is possible to erase the modes from the controller. To do this press 
and hold the wifi reset button (no. 7 of figure 1) after a few sec-
cond the indication power indication light (no. 8 of figure 1) will 
flash quickly. You can now release the button. 

8. Live mode
In the live mode option you can controll the connected device in 
real time. This way you can see how the light is behaving on your 
aquarium. The live mode has 2 interfaces. 

All at once
With the black circle you can control all connected channels at 
once.  you can turn the live mode on by swiping the top right 
button to the right. 

Each channelEach channel
When you want to control only 1 channel at a time press       . In this 
screen you can select the intensity of the channel you want with 
the slider: 

on:
www.hvpaqua.eu/manual 

you can find a slightly more detailed user manual. In that manual we also 
explain the internal mode and some (optional) advanced options.


